
BELL SYSTEM PRACTICES 
Plant Series 

AD.:)\JM 030-115-701 
lssUL.1-D, February, 1962 

AT&TCo Standard 

ELECTRIC STOP CLOCK 

KS-14235 

REQUIREMENTS AND ADJUSTING PROCEDURES 

1. GENERAL 

1.001 This addendum supplements Section 
030-115-701, Issue 2. 

1.002 This addendum is issued to add a para-
graph covering the relationships of the 

different list numbers of KS-14235 clocks and 
KS-14249 switches and to add a figure illustrat
ing the KS-14235, List 2 clock and KS-14249, 
List 2 switch. 

The following changes apply to Part 1 of 
the section. 

(a) 1.09- added 
(b) Fig. 9- added 

1.09 In the case of the KS-14235, List 1 and 
List 3 clocks, the KS-14249 or KS-14249, 

List 3 switch is part of the clock. In the case 
of the KS-14235, List 2 clock, however, the 
KS-14249, List 2 switch, although used with the 
clock, is not furnished with it. The KS-14249, 
List 4 cord shown in Fig. 9 is part of the 
KS-14249, List 2 switch. 
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KS- 14249, L4 CORD-----.., 

CLOCK MOUNTING SCREW 

KS-14235, L2 STOP CLOCK 

KS-14249, L2 SWITCH 

(INCLUDES KS -14249, L4 

CORD AND 2838-g PLUG) 

2838-9 PLUG----

Fig. 9 - KS-14235, li•t 2 Stop Clo<k and KS- 14 249, li" 2 SwH<h 


