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ELECTRIC STOP CLOCK 

KS-14235 

REQUIREMENTS AND ADJUSTING PROCEDURES 

1. GENERAL 

1.001 This addendum supplements Section 
030-115-701, Issue 2. 

1.002 This addendum is issued to add a paragraph 
covering the relationships of the different 

list numbers of KS-14235 clocks and KS-14249 
switches, to add a figure illustrating the KS-14235 
L2 clock and KS-14249 L2 switch, and to add a 
figure illustrating plug connections for the 5(l5A-3 
plug. 

1. GENERAL 

The following changes apply to Part 1 of the 
section. 

(a) 1.09-added 

(b) Fig. 9-added 

(c) Fig. 10-added 

1.09 In the case of the KS-14235 L1 and L3 
clocks, the KS-14249 or KS-14249 L3 switch 

is part of the clock. In the case of the KS-14235 
L2 clock, however, the KS-14249 L2 switch, although 
used with the clock, is not furnished with it. The 
KS-14249 L4 cord shown in Fig. 9 is part of the 
KS-14249 L2 switch. Fig. 10 shows the plug 
connections. 

KS-14249, L4 CORD 

CLOCK MO UNTING SCREW 

CONTAINER 

KS-14235, L2 STOP CLOCK 

KS-14249,L2 SWITCH 
(INCLUDES KS-14249, L 4 
CORD AND 2838-9 PLUG) 

Fig. 9-KS-14235 L2 Stop Clock and KS-14249 L2 Switch 
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Fig. 10- ·S05A·3 Plug Connections 


