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CODED TOOLS 

NO. 248 TO 266E 
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TOOL, 248 

" 
~ortable lamp fixture. An adjustable sup-

port arranged to attach to channels or 
angles of panel type frames. Adjustable 
for different width frames. 

For use as a support for portable lamps. 

TOOL, 250 Manuf&cture Discontinued. 
Replaced by the Mo. 357 tool. 

TOOL, 252 Manufacture Discontinued. 
Replaced by the No. 419A tool. 

TOOL, 253 Manufacture Discontinued. 
Replaced by the No. 253B tool. 
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Brake plate. 

Replaces the No. 253 tool. 

For use on A-and B-type sequence switches. 

TOOL, 254 
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1/4" square single end socket wrccb. 

For use on 16-type drives, 1-type vertical 
drive shafts and solenoid type master 
switches. 

TOOL, 255 

Grooved pliers. 

For use in repairing switchboard cords. 

TOOL, 256 
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Spring adjuster. 

For general use, 
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TOOL, 257 Manufacture Discontinued. 

rooL, 256 
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Cp spindle. 

For use on A· and a-type sequence switcbes. 
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TOOL, 259 
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Spring adjuster-. 

Replaces the No. 142 tool. 

For general uae. 

TOOL, 260 

Dial governor holder. 

For use in holding rotating parts of 2-, 4-
and 5-type dial governors stationary when 
adJusting them for speed. 

TOOL, 262 
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Test pick. 

For use with a connecting cord to test over 
terminals connected to 200- or 206-type 
selector line switch brushes. 

TOOL, 263 Manufacture Discontinued 
Replaced by the No. llA tuning fork (non

coded gauge). 

'l'OOL, 264 
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Retractile spring lug adjuster. 

For use on 206- and 214-type relays. 

TOOL, 265 Manufacture Discontinued. 
Replaced by the No. 2658 tool. 

TOOL, 2658 Manufacture Discontinued. 
Replaced by the No. 265C tool. 

-TOOL, 265t 
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Contact burnisher holder havin~ a chuck for 
•ounting 266-type tools, a aagazine for eon
tai~ing these tools and a removable cap with 
pocket clip. Five No. 266E and 6 No. 266C 
tools are furnished with the No. 265C tool. 

Replaces the No. 265 and No. 265B tools. 
For ~eneral use in burnishing contacts. 

TOOL, 266 Manufacture Discontinued. 
aeplaced by the No. 266B tool. 

TOOL, 266B Manufacture 
Replaced by the No. 266E 

TOOL, 266C 

Wire burnisher 

Discontinued. 
tool. 

For ~eneral use with the No. 265C tool for 
cleaning pits in contacts. 

TOOL, 2660 
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Contact burnisher blade. 

For uae with the No. 265C 
ing contacts on UB-type 

-TOOL, 266E 
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relays. 
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Contact burnisher blade. 
Replaces the No. 266B tool. 

.OO~v MIN. 

~or ~neral use with the No. 265C tool tor 
burntihing contacts. 


