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TOOL, J~l Manufacture Discontinued 
Replaced by the No.J41B tool 

TOOL, J4J.B 

,. 

II -= ::-.::.. .. o ~ IID 
Line switch teat tool. 51.6 ohms and 141 

,ohme. 
Replaces the No. 341 tool. 

For use on plunger type secondary line 
switches and out-tnmk: switches. 

TOOL, 342 

Line ewitoh teet tool. 0 ob..lu and '/50 obma. 

For use on plunger type primary line 
ewitch•~t• 

rooL, 343 Manufacture Discontinued 
Replaced by the No. )09 tool 

TOOL, 344 

Ottaet acrewdl'!Ver. 

Replaces the ~o. 39~ tool. 

J'or &•ll8r&l. iin. 

TOOL, 345 

A-1J7150, Det. 
Screw 

Det. 17 

Det.lS 

Det.l6 

l..p .• 2242ll4 Plate Assembly 

Jack sleeve remover and replacer 

For use on 92- and 292-type jacks 

TOOL, 340 
-TOOL, 346B 

.[0 
r< ll 
~:~~~~~~~~~~ 

Tool 
!!2.... 
)~0 5" 1" 1/4" 
J40B 5-5/8" 1-1/8" 1/8" 

Spanner wrenches 

)/8" 
5/8" 

No. 346 tool is for use vitb the No. 3~7 
tool on earlier 10-type bearinp and 
16-type dr!Yes on Yertical driYe abatte. 

Ho. 34.68 tool ·b for uP 1n adjutinc iDpat 
aDd output motor drbea of tile AHA eyatea. 
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TOOL, 34.'7 

1-----··----------1 

f..lt; =======,;~";;;·;;t-:.!1• 

Spanner wrench. 

For use 1n conjunction w1 th the Ho. 346 tool 
on earlier 10-tJPe bearings and 16-type 
dri?ea on vertical drive ehafts. 

TOOL, 34.8 

Bearing remover. 

Jor uee on A- and B-type sequence switches 
and power driven rotary selectore. 

TOOL, )4.9 

t$ 
,. 

5! •Jf 
_L 

!J" 

L; ;._1fT" 
'J/16• ancl 7/32" Hex. closed, double-end off

Ht wr.mCh. 

Replaces the Nos. 20S and 2)1 tools. 

For uH on 50-~e dial testers, 22-type 
drops and relaY•· 

TOOL 350 

Spring adjuster. 

For use on gravitr type relays. 

TOOL, )52 

..-------A-136362, Det.2, Collar 

,.------F-298040, Det.l, Spacer 

~ ~~ !-~~---~~~~~~~~:~··~ s~B 
I ~~ .. -...,.:..:z=::J 1-= n ,;___,.. 

P-125061 Hex.N~ / P ... 26U57 Washer 

Spring separator. 

For use on A- and B-type sequence switches. 

TOOL, 35J Manufacture Discontinued 
Replaced by the Wo. J5JB tool 

TOOL, J5JB Manufacture Discontinued 
Replaced by the No. lOVJA tool kit 

TOOL, 35JC 

A-llt6016, Det.6, Nut 

A-l460l$L Det.lO, 
F.Fil.H.M. Screw 

J...llt601S, 
't.S, Cap 

Grease cun deeicDed to discharge grease in 
definite liait•d quantitiee. 

The No. 570A straight nosale or the Ho. 5711 
curnd noasle 1e requ:Lred for this 'tool. 

Th1a eool makes up part of the No. 100)1 
tool kit. 

For general use. 


