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CODED TOOLS 

NO. 643A TO 650A 

DESCRIPTION 
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TOOL, 643A 
TOOL, 6431:1 

Wrenches for hexagonal socket-head screws 

Tool No. 

64JA 
64)8 

llim, A 

• 062" 
.078" 

Screw Size 

Nos. 5 and 6 
No. 8 

Replace the U•l76938 and ll-176939 tools, 
respectively. 

For use on the KS-13882 perforators. 

TOOL, 644A 

1 

Hatchet wrench for 5/32" Allen socket-head 
screws. 

Replaces the D-176940 tool. 

For use on the KS-13802 perforators. 

TOOL, 645A 

I 

""' 
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Pull finger. 

Heplaces the D-173b99 tool • 

Jo'or use in conjunction with the No. 79C 
gauge on the KS-13882 perforators. 

TOOL, 6.._6A 

ll:atchet release pin. 

Replaces the D-17812) tool. 

Fol' use on the KS-1JJJ5 readers. 

TOOL, 647A 

,. 
j 
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Spanner wrench. 

aeplaces the D-178o9o tool. 

For use on the KS-1J8J5 readers. 



SECTION 074-137-101 

Page. 2 
2 Pages 

TOOL, 64SA 

Spring adjuster. 

tieplaces the l!·l78J47 tool. 

to'or use on the KS.lJ8J5 readers. 

TOOL, 649A 

1.------- "PPROX_ $" ---- -~-~~--• 
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¥in locking tool. 

Replaces the D-178)86 tool. 

For securing the perforator pius on a 
KS-1)882 perforator during shipment in 
thu KS-14131 carrying case. 

TOOL, 650A 

1------ ·~~··----

Guard 

Replaces the u-178346 tool. 

For use on the KS-13382 perforators to 
cover the points of the static elim
inator to protect the han~s of t;he 
operator W'1en 'l!akin.r; aajustrnents. 


