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CANS 

DESCRIPTION 

TOOLS 

1. GENERAL 

1.01 This practice covers cans. 

1.02 This practice is being reissued to add the KS-
20951,L5, can and to rate the R-2561 2-quart 

oil can Mfr Disc. Revision arrows are used to empha
size significant changes. 

1.03 For other cans, see Fillers, Practice 074-217-
113 and Lubricators, Practice 074-235-140. 

2. DESCRIPTION OF CANS 

2.01 KS-20951,L5: .The KS-20951,L5 (Fig. 1), is 
a barrier coated metal container that is used 

for the shipment and storage of jars of silicone fluid 
that are used to lubricate the KS-20951 magnetic 
drum. An eye dropper is supplied with the 
container .• 

2.02 R-1298: The R-1298 is a steel 1/2-pint oil 
can with a 4-inch straight spout and used for 

general purposes. 

2.03 R-2561: •The R-2561 2-quart oil can is rated 
Mfr Disc. with no replacement.• 

3.90" 

Copyright ©1984 AT&T Technologies 

All Rights Reserved 

Printed in U.S.A. 

AT&T 074-208-105 
Issue 3, June 1984 

------·---. 1 ' - '- ••• f 

L. If I,., ' ···. I 

I I \ ' : /: J I. ~ 
I ' I I . 

1 

F I L [r. r·lu· 0 \I I - _, ' r i 

CAUTION 
SILICONE FLUID 

USE FLUID SPARINGLY AND WHEN 
NOT IN USE STORE THE PLASTIC 
SILICONE FLUID JAR IN THIS 
BARRIER COATED KS-20951, L5 
CONTAINER AND STORE WITH 
HAZARDOUS FLUIDS. DD NOT STORE 
IN SWITCH ROOM. 
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.Fig. 1-KS-20951 ,L5, Can. 
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