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1. GENERAL 1.02 When this section is reissued, the reason for 
reissue will be listed in this paragraph. 

1.01 This section covers noncoded Bell System 
gun-type tools. 

1.03 The information contained in this section 
supersedes the corresponding information 

in Section 074-640-101. 

KS-14586 

(In ordering, specify KS-14586 and list number desired.) 

PRESSURE 
REGULA_TO~R __ 

7 LIST 19-

0 

AIR HOSE 
ASSEMBLY 
LIST II 

"SNAP TIGHT" 
COUPLING 
LIST 22 

TERMINAL BLOCK 
ASSEMBLY 
LIST 21 

HEATER 

LIST 15 ------

CONNECTOR 
ASSEMB~L~Y __ 

0 LIST 13 

GUARD SPRING 
LIST 14 

COMPRESSION 
NUT 
LIST 19 

Hot-air gun. Consists essentially of a gun, an air-hose and a current control unit. Operates on 115 volts 
ac or de with a power consumption of 300 watts. 

UST 
NUMBER 

11 
12 
13 
14 
15 
16 

Air-hose Assembly 
Black Wire and White Wire 
Connector Assembly 
Guard Spring 
Heater 
Insulators, two 

LIST 
NUMBER 

17 
18 
19 
20 
21 
22 

Nozzle Assembly 
Nut 1/4-inch Compression, Weatherhead Co. No. W61X4 
Pressure Regulator 
Spring 
Terminal Block Assembly 
"Snap-Tight" Coupling 

For use in removing contact protectant from panel bank guide combs and multiple brush rollers. 
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KS-14758 l1 MFR DISC 

K8-14758L2 

DUSTER GUN 
L-10 BOOSTER NOZZLE 
NOZZLE SHIELD EXTENSION 

MALE OUICK 
CONNECT FITTING 

Duster gun. For use with KS-21231 L1 compressor 
set which replaces the KS-14514 L2 compressor 
set used for central office cleaning. 

GUN, OIL 

See Lubricators, Section 074-235-140. 


