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SECTION 201-001-026

$12.0 TONE SUPPLY CKTS

12.1 TONE SUPPLY CKSTS; TONE GEN

TROUBLE TESTS

OooA (RCVR OFF-HOOK TONE)

201-576-501 (3/0) A PULSE GENERATOR

B OSCILLATORS

c AMPLIFIERS

D TONE ALARM

12,2 TONE SUPPLY CKTS; TONE DET CKTS

TROUBLE TESTS

201-578-501 (7/0) A BROADBAND & SELECTIVE CHAN GN

B DC VOLTAGE REFERENCE

c GATE CONT CRT ST TUG

D 140NOPULSER& MULTIVIBRATOR TMG

E SECOND 6 THIRD RING DET

F PRETRIP FAILURE (oPTION M)

G ANNOUNCEMENT DETECTION (OPTION K)

H AUDIBLE RING FOLLOWER (OpTION ZJ)

I GUARD TIMER TIMING (CP12 OPTION ZP)

8A L 8B TONE DET (J94008A t J94008B)

201-578-502 (3/0) A TIMER (4 SECONDS) SINGLE-SHOT

A TEST (1.06) 1OOO-HZ TONE DETECTION

B LT SINGLE-SHOT (110 MS)

B TEST (1.06) 2225-HZ TONE DETECTION

c TPT SINGLE-SHOT (110 MS)

c TEST (1.06) CALL DISPOSITION TONES

D 14W SINGLE-SHOT (600 MS)

D TEST (1.06) 1300-HZ TONE DETECTION

E 750 MILLISECONDS SINGLE-SHOT

F 700 MILLISECONDS SINGLE-SHOT

G AdjUStment ON cP6-L1sT 1 (8B) OR LIST 3-(8A)
1000 HZ OSCILLATOR

H ADJUSTMENT ON CP7 (LIST 2) 1000 HZ OSCILLATOR

12.3 TONE SUPPLY CKTS; TONE CKTS

TROUBLE TESTS

TST PROGRESS TONE CKT SD-96603-01 2225-HZ SUPPLY 6 DISTG CKT

201-579-501 (3/0) A DC VOLTAGE MEASUREMENT

B OPERATING OUTPUT LEVEL MEAS

c FREQUENCY MEASUREMENT

NO-SUCH NO. TONE SUPPLY CKT

201-580-501 (1/0) A TONE VOL, PITCH ~ NAN., TRANSFER

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

TT

-----

-----

-----

-----

-----

--.--

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

-----

TT -----

TT -----

TT -----

TT -----

page 2



.

0 201-580-501 (1/0) B ALll t AUTO. TRANSFER

9 c TONE VOL, PITCH, & TRANSFER

$ D ALARM FEATURE

1SS 5, SECTION 201-001-026
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