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1. GENERAL

1.001 This addendum supplements American
Telephone and Telegraph (AT&T) Section

218-602-506, Issue 2. Place this sheet ahead of Page
1 of this section.

1.002 It is issued to:

Provide a reference
System/Voice (DAW’V).

for Directory Assistance

Note: Marginal arrows used to denote changes
are omitted.

1. GENERAL

The following change applies to part (c) of the
section.

1.02 (c) has been revised and reads as follows:

1.02 (c) To add test J and K for testing the auxil-
iary line circuits provided for use with the

NO. 2A Directory Assistance System/Computer

(2ADAS/C) and Directory Assistance System/Voice
(DAS/V), manufactured ‘by Volt Delta- Audio Re-
sponse System.

The following change applies to part J. of the
section.

1.03 J. has been revised and reads as follows

1.03 J. Auxiliary line Circuit Test:
This test checks that a test call can be

transferred to an announcement facility (AF) pro-
vided with the 2ADAS/C and DAWV feature.

The following change applies to part K. of the
section.

1.03

1.03

K. has been revised and reads as follows

K. Reconnection to Attendant After An-
nouncement Test:
This test checks that a service call can be

transferred to the AF provided by the 2ADASIC
and DASIV feature and then be reconnected to an
attendant.
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