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1. Ovenriew

1.01 This practiceprovides informationin table format to locate the standardtests
applicableto the Lucent Technologies 3B20D Model 1, 2, and 3 computersand

the 3B21D computer. Test classificationand frequency of periodicroutinemaintenance
are also provided. This practice is divided intothe followingsections:

1. Overview

2. 3B21D Computer

3. 3B20D Model 1 @mput&

4. 3B20D Model 2 Computer

5. 36200 Model 3 Computer

1.02 This practice is being reissued to incorporatethe followingchanges

. Update issueand revisionnumbers for practicesreferenced intables.

. Add referencesto the 3621 D computer listfor new Chapters 12 and 19 in 254-
303-101, 3B21D Computer Routine Maintenance Tasks.

● Update maintenance frequencies for the 577 and 602 printerassemblies in the
3B21D computer list.

. Delete NTP-008 and NTP4125 from the 36200 Model 2 and Model 3 computer
lists.

Change bars ( [) in the far rght-hand side of the text are used to denote changes made
to the current issue. Change bars will help you understandat a glance what has
changed fromthe previous issue. The positionof deleted text is shown by a single
asterisk (*). Not all of the editorial changes will be marked withchange bars.

1.03 This practicecontains no safety Iabeis.

1.04 Lucent Technologieswekomes your commentson this practice. Your comments
wiil aid us in improvingthe quaiii and usefulnessof Lucent Technologies

documentation. Piease use the Feedback Form providedat the back of this practice.

1.05 Additionalcopies of this practice and any associatedappendices maybe ordered
from the Customer informationCenter.

. To piace an order by maii, write to the foiiowingaddress:

Lucent Technofo@s
Customer informationCenter
Attention:Order Entry Section
2855 N. Fmnkiin Road
P.O. Box 19901
indianactoiis.iN 46219

I

I

I
I
I
I
I

I
I
I
I
I

I
I
I
I
I

I
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. Telephone orders ma)! be placed Monday through Friday. To place an order by
telephone, call one of the following numbers:

Ordering by telephone within the United States, includingHawaii and Alaska,
along with Canada: 1-888-LUCENT+ (l-888-582-3588)

Ordering by fax within the United States, includingHawaii ati Alaska,
along with Canada: 1-800-568-9558

1.08 Lucent Technologiesprovides a supporttelephone number to use for reporting
errorsor asldngquestions about informationcontained in this practice. The

suppml telephone number is 1-8S8-LTINF06 (1-888-S84-6366).

1.07 Routine test informationis arranged in a table format from left to right:customer
informationproduct(CIP) numbec issuehevision;procedure numbedtest

number/chapternumbefi test title; test class; frequency and locallyassgned job
number (handwrittenin the space provided). The followingsample entry illustratesthis
format:

254-301-811 (5/2) 007 SERVICE 300-MB MOVING HEAD MW 3M _
DISK AIR FILTERS

1.08 Refer to Lucent Technologies Practice 010-3004111, Equipment Test Lisfs - DES,
for EquipmentTest List (ETL) instructions.

1.09 This practicewas developed by Lucent Technologies Network Systems Customer
Trainina and InformationProducts.

I

I
I
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2. 3B21D Computer
I

Y
Scheduled Maintenance I

i

,/’+
FOR ALL UNITS:

254-303-101 (2/0) 2

4

5

6

12

17

18
19

20

CLEAN DIGITAL AUDIO
TAPE (DAT) DRIVE

CLEAN KS-23909,L1O TAPE
DRIVE

CLEAN KS-23909,L21 TAPE
DRIVE

CLEAN MODEL 577 PRINTER
ASSEMBLY

CLEAN MODEL 602 PRINTER
ASSEMBLY
PERFORM SYSTEM DEMAND
DIAGNOSTICS
TEST PROCESSOR CABINET
ALARMS

VERIFY OPERATOR INTERFACE
VERIFY AND TEST 3B21D
COMPUTER CU KS-238S4,L1
FAN UNIT ALARMS

VERIFY PROCESSOR POWER
AND COOLING UNITS

*Or after 25 hoursof operation.
t Or after 8 hours of operation.
$ Or as required.

MW lM* _ I

MW lMt _ I
I

MW lMt _
I

Mw 12NI —

MW 12M _ I

Mw lw _

MW 12M _

MW 6M$ _
Mw 6M _

I
I

Mw 3M _ I

I

f-,

.
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4

Unscheduled Printer Maintenance I
FOR ALL UNITS:

254-303-101 (2/0) 8

9

15

16

● As required.

INSTALL MODEL 577 PRINTER
PAPER

INSTALL MODEL 602 PRINTER
PAPER

REPLACE MODEL 577 PRINTER
RIBBON

REPLACE MODEL 602 PRINTER
RIBBON

I
Mw “_ I

I
Mw ‘_ I

I
MW ●_ I

I
Mw ●_ I

I

I

,-

,-4
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3. 3B20D Model 1 Computer

3B20D Model 1 Computer, Tape Unit Frame with
KS-22(W1Tape Transport

FOR ALL UNITS

254-301-811 (5/2) 003

009

CLEAN KS-22091 TAPE TRANSPORT Mw lt#— I

INSPECT KS-22091 TAPE MW lM* _
TRANSPORT

DIAGNOSE KS-22091 TAPE Mw lw _
TRANSPORT

● Or after 8 hoursof operation. I

3B20D Model 1 Computer, 3WMB Moving Head
Disk Drive KS-22072-L1

FOR ALL UNITS:

254-301-811 (5/2) 007

030

254-301-821 (1/0) 1

2

3

4

5

6

SERVICE 300-MB MOVING HEAD
DISK AIR FILTERS

TEST 300-MB MOVING HEAD DISK
FRAME ALARM

CLEAN PRIMARY AIR INTAKE
FILTER

CHECK +5 V AND -5 V OUTPUTS

CLEAN SHROUD ANO SPINDLE

CLEAN ANO LUBRICATE LOCKSHAFT

CLEAN CARRIAGE RAILS AND
BEARINGS

REPLACE ABSOLUTE AIR FILTER

MW 3M _ I

MW 12M —

MW 3M _

MW 3M _

Mw 6M—

Mw 6M _

Mw 6M _

MW 12M _
.

t=

,#’-
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3B20D Model 1 Computer, 30&MB Moving Head
Disk Drive KS-22072-L2

FOR ALL UNITS:

254-301-811 (5/2) 007

030

254-301-822 (1/0) 1

2

3

4

5

6

7

8

9

10

11

12

SERVICE 300-MB MOVING HEAD
DISK AIR FILTERS

TEST 300-MB MOVING HEAD DISK
FRAME ALARM

CLEAN EXTERNAL CABINET
SURFACES

CLEAN AIR SHROUD

INSPECT, CLEAN, AND LUBRICATE
SPINDLE SURFACE

INSPECT SPINDLE DRIVE BELT

CLEAN INTAKE AIR FILTER

CLEAN INTERNAL CABINET
SURFACES

INSPECT AND CLEAN CARRIAGE
AND WAY ASSEMBLY

CHECK RESISTANCE OF SPINDLE
BRUSH GROUNDING

CHECK POWER SUPPLY VOLTAGES

CHECK POSITIONING SYSTEM
ADJUSTMENT

CHECK SPINDLE DRIVE SYSTEM
OPERATION

,--

MW 3M _ I

MW 12M _

MW 2M _

MW 2M _

MW 2M _

MW 2M _

MW 2M _

Mw 6M _

Mw 6M _

Mw 6M _

Mw 6M _

Mw 6M ._

Mw 6M _

=-j

REPLACE ABSOLUTE AIR FILTER MW 12M _

,’-1

‘n
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3B20D Model 1 Computer, Common Systems

FOR ALL UNITS:

254-301-811 (5/2) 011

019

020

024

VERIFY OPERATOR INTERFACE MW lM* _ I
TEST MICRO LEVEL TEST SET Mw 6M* _
LOCAL FUNCTIONS

CLEAN PRINTER MW lM* _

PERFORM SYSTEM DEMAND MW lM _
DIAGNOSTICS (LESS
DFCS ANO MHOS)

● Or as required.

3B20D Model 1 Commter, Control Unit Frame

FOR ALL UNITS:

254-301-811 (5/2) 022 TEST CONTROL UNIT POWER MW 3M _ I
ANO COOLING

023 TEST CONTROL UNIT AIARMS MW 3M

3B20D Model 1 Computer, Peripheral Control
Frame

FOR ALL UNITS:

254-301-811 (5/2) 026 TEST PERIPHERAL CONTROL FRAME MW 1M _ I
POWER ANO COOLING I

027 TEST PERIPHERAL CONTROL FRAME MW 12M _ I
ALARMS

3B20D Model 1 Computer, DC Power
Distribution Frame

FOR ALL UNITS:

254-301-811 (5/2) 032 TEST DC POWER DISTRIBUTION MW 12M _ I
FRAME ALARMS

August 1987 Page 7
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3B20D Model 1 Computer, Tape Unit Frame with
KS-22762 Tape Transport

FOR ALL UNITS:

254-301-811 (5/2) 035

036

038

INSPECT KS-22762 OR KS-23113
TAPE TRANSPORT

CLEAN KS-22762 OR KS-23113
TAPE TRANSPORT

PERFORM KS-22762 OR KS-23113
TAPE TRANSPORT DEMAND
DIAGNOSTICS

3B20D Model 1 Computer, Tape/Disk Cabinet

FOR ALL UNITS:

254-301-811 (5/2) 035

036

038

041

INSPECT KS-22762 OR KS-23113
TAPE TRANSPORT

CLEAN KS-22762 OR KS-23113
TAPE TRANSPORT

PERFORM KS-22762 OR KS-23113
TAPE TRANSPORT DEMAND
DIAGNOSTICS

TEST 340-MB MOVING HEAD OISK
ALARM

SERVICE 340-MB MOVING HEAO
DISK AIR FILTER

● Or after 8 hours of operation.
t Or prior to writingtape.

Mw lw _ I

MW lM” _

MW lWt _

MW lW _ I

Mw lw _

Mw lwt —

MW 12M _

MW 3M _

I

-(
\
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3B20D Model 1 Computer, Small Computer
System Interface (SCSI)

FOR ALL UNITS:

254-301-811 (5/2) 014

015

553

● Or as required.

August 1997

SCSI DUP — WARM
SPARE UNITS
TEST SCSI
DISK CABINET ALARMS

CHECK SCSI DUP LEDs

MW 1M* I

MW 12M _

MW 12M

Page9
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4. 3B20D Model 2 Computer

3B20D Model 2 Computer, Common Systems

SELECT 0NL% ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-631 (7/3) 003

010

011

013

VERIFY OPERATOR INTERFACE

CLEAN PRINTER
SWAP HOT SPARE SMD
MHD INTO SERVICE

TEST MICRO LEVEL TEST SET
LOCAL FUNCTIONS
PERFORM SYSTEM DEMAND
DIAGNOSTICS

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-641 (7/3) 003

004
010

011

013

● Or as required.

Fnge 10

VERIFY OPERATOR INTERFACE

CLEAN PRINTER
SWAP HOT SPARE SMD
MHD INTO SERVICE
TEST MICRO LEVEL TEST SET
LOCAL FUNCTIONS

PERFORM SYSTEM DEMAND
DIAGNOSTICS

MW lM* _ I
MW lM* _
MW lM* _

MW 6M* _

MW lM _
I

I
MW lM* _ I
MW lM* _
MW lM* _

Mw 6M* —

MW lM _

August 1997
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3B20D Model 2 Computer, Processor Control I
Frame or Processor Cabinet

\
SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 006 TEST PROCESSOR CONTROL FRAME MW 12M _ I
OR PROCESSOR CABINET ALARMS.

012 VERIFY PROCESSOR POWER AND MW 12M _
COOLING UNITS

028 INSPECT CABINET AND COOLING Mw 6M* —
UNIT FILTERS

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 006 TEST PROCESSOR CONTROL FRAME MW 12M .— I
ORPROCESSOR CABINET ALARMS

012 VERIFY PROCESSOR POWER AND MW 12M _
COOLING UNITS

028 INSPECT CABINET AND COOLING MW 6M* —
UNIT FILTERS

● At minimum,change filteronce per year.

A~ust 1997 Page11
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A

3B20D Model 2 Computer, 300-MB Moving Head
Disk, KS-22072-L1

.,
FOR ALL UNITS:

254-302-821 (1/0) 1

2

3

4

5

6

OPTIONAL FEATURES,

CLEAN PRIMARY AIR INTAKE MW
FILTER

CHECK +5 V AND -5 V OUTPUTS

CLEAN SHRWD AND SPINDLE

CLEAN AND LUBRICATE LOCKSHAFT MW

CLEAN CARRIAGE RAILS AND
BEAR[NGS

REPLACE ABSOLUTE AIR FILTER

SELECT NO MORE THAN ONE CATEGORY

3M _

?

3M —

6M —

6M —

6M —

12M _

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 007 TEST 300-MB MOVING HEAD DISK MW 12M _ I
FRAME ALARM

023 SERVICE 300-MB MOVING HEAD MW 3M _
DISK AIR FILTERS

TASK ORIENTED PRACTICE (MML FORMAT) I

254-302-841 (7/3) 007 TEST 300-MB MOVING HEAD DISK MW 12M _ I
FRAME ALARM

023 SERVICE 300-MB MOVING HEAD MW 3M _
DISK AIR FILTERS

‘+
\,
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3B20D Model 2 Computer, 30GMB Moving Head
Disk, KS-22072-L2

P
7

FOR ALL UNITS:

254-302-822 (1/0) 1 CLEAN EXTERNAL CABINET
SURFACES

2M _

2 CLEAN AIR SHROUD MW. 2M _

2M _
P

3 INSPECT, CLEAN, AND
LUBRICATE SPINDLE SURFACE

4 INSPECT SPINDLE DRIVE BELT 2M _

2M _

6M —

5 CLEAN INTAKE AIR FILTER

6 CLEAN INTERNAL CABINET
SURFACES

7 INSPECT AND CLEAN CARRIAGE
AND WAY ASSEMBLY

6M —

8 CHECK RESISTANCE OF SPINDLE
BRUSH GROUNDING

6M —

9 CHECK POWER SUPPLY VOLTAGES 6M —

6M —10 CHECK POSITIONING SYSTEM
ADJUSTMENT

6M —11 CHECK SPINDLE DRIVE SYSTEM
OPERATION

12 REPLACE ABSOLUTE AIR FILTER 12M _

OPTIONAL FEATURES, SELECT NO MORE THAN ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)
f+- 254-302-831 (7/3) 007 TEST 300-MB MOVING HEAD DISK MW

FRAME ALARM
12M _

3M —

I

023 SERVICE 300-MB MOVING HEAD
DISK AIR FILTERS

TASK ORIENTED PRACTICE (MML FORMAT) I
254-302-841 (7/3) 007 TEST 300-MB MOVING HEAD DISK MW 12M _ I

FRAME ALARM

023 SERVICE 300-MB MOVING HEAD MW 3M _
DISK AIR FILTERS

Page 13August 1997
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3B20D Model 2 Computer, 3(X)-MBMoving Head
Disk, KS-22707-L1 -

-
f

FOR ALL UNITS:

254-302-823 (1/0) 1

2

3

4

5

6

CLEAN PRIMARY AIR INTAKE
FILTER

CHECK +5 V AND -5 V OUTPUTS

CLEAN SHROUD AND SPINDLE

CLEAN AND LUBRICATE LOCKSHAFT

CLEAN CARRIAGE RAILS AND
BEARINGS

REPLACE ABSOLUTE AIR FILTER

MW 3M—
T,

MW 3M _

MW 6M _
ml

MW 6M —

Mw 6M—

MW 12M —

OPTIONAL FEATURES, SELECT NO MORE THAN ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 007 TEST 300-MB MOVING HEAD DISK MW 12M _ I
FRAME AIARM

023 SERVICE 300-MB MOVING HEAD MW 3M—
DISK AIR FILTERS

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 007 TEST 300-MB MOVING HEAD DISK MW 12M _
FRAME ALARM

023 SERVICE 300-MB MOVING HEAD MW 3M—
DISK AIR FILTERS

,/
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3B20D Model 2 Computer, 30&MB Moving Head
Disk, KS-22707-L2

FOR ALL UNITS:

254-302-824 (1/0) 1

2

3

4

5

6

7

8

9

10

11

12

CLEAN EXTERNAL CABINET
SURFACES

2M _

CLEAN AIR SHROUD MN 2M ._

2M _INSPECT, CLEAN, AND
LUBRICATE SPINDLE SURFACE

INSPECT SPINDLE DRIVE BELT 2M _

2M _

6M _

CLEAN INTAKE AIR FILTER

CLEAN INTERNAL CABINET
SURFACES

INSPECT AND CLEAN CARRIAGE
AND WAY ASSEMBLY

6M —

CHECK RESISTANCE OF SPINDLE
BRUSH GROUNDING

MW 6M —

CHECK POWER SUPPLY VOLTAGES 6M —

6M —CHECK POSITIONING SYSTEM
ADJUSTMENT

CHECK SPINDLE DRIVE SYSTEM
OPERATION

6M _

REPLACE ABSOLUTE AIR FILTER 12M _

OPTIONAL FEATURES, SELECT NO MORE THAN ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 007 TEST 300-MB MOVING HEAD DISK MW 12M _ I
FRAME ALARM

023 SERVICE 300-MB MOVING HEAD MW 3M —
DISK AIR FILTERS

TASK ORIENTED PRACTICE (MML FORMAT) I
254-302-841 (7/3) 007 ‘TEST 300-MB MOVING HEAD DISK MW 12M _ I

FRAME ALARM

023 SERVICE 300-MB MOVING HEAD MW 3M _
DISK AIR FILTERS

August 1997
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A

3B20D Model 2 Computer, Tape Unit Frame

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 019 INSPECT TAPE DRIVE

020 CLEAN TAPE DRIVE

022 PERFORM TAPE DRIVE
DEMAND DIAGNOSTICS

MW IM” _ I

MW lM* _

Mw lw _

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 019 INSPECT TAPE DRIVE

020 CLEAN TAPE DRIVE

022 PERFORM TAPE DRIVE
DEMAND DIAGNOSTICS

● Or after 8 hoursof operation.

I
MW lM* _ I

MW lM* _

Mw lw _

Fage 16 August 1997
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3B20D Model 2 Computer, Tape/Disk Cabinet

SELECT ONLY ONE CATEGORY
\

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 019

020

022

024

027

028

INSPECT TAPE DRIVE

CLEAN TAPE DRIVE

PERFORM TAPE DRIVE
DEMAND DIAGNOSTICS

TEST 340-MB MOVING HEAD DISK
ALARM

SERVICE 340-MB MOVING HEAD
DISK AIR FILTER

INSPECT CABINET AND COOLING
UNIT FILTERS

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 019

020

022

024

027

028

INSPECT TAPE DRIVE

CLEAN TAPE DRIVE

PERFORM TAPE DRIVE
DEMAND DIAGNOSTICS

TEST 340-MB MOVING HEAD DISK
AIARM

SERVICE 340-MB MOVING HEAD
DISK AIR FILTER

INSPECT CABINET AND COOLING
UNIT FILTERS

● Or after 8 hoursof operation.
t At minimum,change filter once per year.

MW

MW

lM* _ I

1M*

lW

12M _ I
I

3M _

6Mt _

I
1M’ I
1M’

lW _

12M _

3M —

6Mt _

/-
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3B20D Model 2 Computer, Minimodule Disk
Frame

f
SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 017 TEST 160-MB MOVING HEAD MW 12M — I
DISK ALARM .

026 SERVICE 160-MB MOVING HEAD MW 3M _ I
DISK AIR FILTER

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 017 TEST 160-MB MOVING HEAD MW 12M —
DISK ALARM

026 SERVICE 160-MB MOVING HEAD MW 3M—
DISK AIR FILTER

Page 18 August 1997
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3B20D Model 2 Computer, SCSI

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254”302-831 (7/3) 014

015

533

012
028

SWAP WARM SCSI
DUP SPARE UNITS
TEST SCSI DISK CABINET
ALARMS
CHECK SCSI DUP LEDs
VERIFY SDC COOLING UNITS
INSPECT CABINET AND COOLING
UNIT FILTERS

TASK oFtIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 014 SWAP WARM SCSI
DUP SPARE UNITS

015 TEST SCSI DISK CABINET
ALARMS

533 CHECK SCSI DUP LEDs
012 VERIFY SDC COOLING UNITS
028 INSPECT CABINET AND COOLING

UNIT FILTERS

● Or as required.
t At minimum,change filter once per year.

MW 1M* ._. I

MW 12M —

MW 12M —
Mw 12M — I
Mw 6Mt —

MW lW _

MW 12M —

MW 12M _
MW 12M —
MW 6Mt —

.

r“f
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5. 3B20D Model 3 Comnuter

3B20D Model 3 Commter, Common Svstems

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PC)SFORMAT)

254-302-631 (7/3) 003

004
010

011

013

VERIFY OPERATOR INTERFACE MW lM* _ I
CLEAN PRINTER MW lM* _

SWAP HOT SPARE SMD MHD MW lM* _
INTO SERVICE
TEST MICRO LEVEL TEST Mw 6M* —
SET LOCAL FUNCTION
PERFORM SYSTEM DEMAND MW lM _
DIAGNOSTICS (LESS DFCS AND MHDs)

TASK ORIENTED PRACTICE (MML FORMAT) I
254-302-841 (7/3) 003

010

011

013

● Or as required.

VERIFY OPERATOR INTERFACE Mw lM* —
CLEAN PRINTER MW lM* _

SWAP HOT SPARE SMD MHD MW lM* _
INTO SERVICE

TEST MICRO LEVEL TEST Mw 6M” —
SET LOCAL FUNCTION
PERFORM SYSTEM DEMAND MW lM _
DIAGNOSTICS (LESS DFCS AND MHDs)

I

T,

.-

,-,

Page 20 August 1997



Lucent TechnologiesPractices 254-001-014, Issue 6

3B20D Model 3 Computer, Processor Control !
Frame or Processor Cabinet

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 006 TEST PROCESSOR CONTROL FRAME
OR PROCESSOR CABINET ALARMS

012 VERIFY PROCESSOR POWER AND
COOLING UNITS

028 INSPECT CABINET AND COOLING
UNIT FILTERS

MW 12M _ I

MW 12M _

Mw 6M’ — I
I

TASK ORIENTED PRACTICE (MML FORMAT)

264-302-641 (7/3) 006 TEST PROCESSOR CONTROL FRAME MW 12M ._
OR PROCESSOR CABINET ALARMS

012 VERIFY PROCESSOR POWER AND
COOLING UNITS

028 INSPECT CABINET AND COOLING
UNIT FILTERS

● At minimum,change filter once per year.

3B20D Model 3 Computer, DC Power
Distribution Frame

MW 12M _.

Mw 6M* —

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 007 TEST 300-MB MHD FRAME ALARM

TASK ORIENTED PRACTICE (MML FORMAT)

264-302-841 (7/3) 007 TEST 300-MB MHD FRAME AIARM

I

MW 12M _ I

MW 12M _ I

.
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3B20D Model 3 Computer, Tape/Disk Cabinet

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 017

019

020

022

023

024

026

027

028

TEST 160-MB MHD ALARM

INSPECT TAPE DRIVE

CLEAN TAPE DRIVE
PERFORM TAPE DRIVE
DEMAND DIAGNOSTICS

SERVICE 300-MB MHD
AIR FILTERS
TEST 340-MB MOVING HEAD
DISK AIARM

SERVICE 160-MB MHD
AIR FILTER
SERVICE 340-MB MOVING
HEAD DISK AIR FILTER

INSPECT CABINET AND COOLING
UNIT FILTERS

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 017

019

020
022

023

024

026

027

028

TEST 160-MB MHD ALARM

INSPECT TAPE DRIVE

CLEAN TAPE DRIVE
PERFORM TAPE DRIVE
DEMAND DIAGNOSTICS

SERVICE 300-MB MHD
AIR FILTERS
TEST 340-MB MOVING HEAD
DISK ALARM

SERVICE 160-MB MHD
AIR FILTER

SERVICE 340-MB MOVING
HEAD DISK AIR FILTER

INSPECT CABINET AND COOLING
UNIT FILTERS

“Or after 8 hoursof operation.
t At minimum,change filteronce per year.

MW 12M _ I
MW lM* _

MW lM* _

MW lVV _

MW 3M _

MW 12M _

MW 3M _

MW 3M _

MW 6Mt _

I

MW 12M _ 1
MW lM* _

MW lM* _

Mw lw _

Mw 3M _

MW 12M _

MW 3M _

MW 3M _

MW 6Mt _

1
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3B20D Model 3 Comouter, Power Cabinet

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PIN FORMAT)

254-302-831 (7/3) 025 TEST POWER CABINET ALARMS

TASK ORIENTED PRACTICE (MML FORMAT)

254-302-841 (7/3) 025 TEST POWER CABINET ALARMS

3B20D Model 3 Computer, SCSI

MW 12M _ I

t

MW 12M _ I

SELECT ONLY ONE CATEGORY

TASK ORIENTED PRACTICE (PDS FORMAT)

254-302-831 (7/3) 014 SCSI DISK UNIT PACKAGE
— SWAP WARM SPARE UNITS

015 TEST SCSI DISK CABINET
ALARMS

533 CHECK SCSI DISK UNIT
PACKAGE LEDS

012 VERIFY SDC COOLING UNITS

028 INSPECT CABINET AND COOLING
UNIT FILTERS

TASK ORIENTED PRACTICE [MML FORMAT)

254-302-841 (7/3) 014

015

533

012
028

● Or as required.

SCSI DISK UNIT PACKAGE
— SWAP WARM SPARE UNITS
TEST SCSI DISK CABINET
ALARMS

CHECK SCSI DISK UNIT
PACKAGE LEDS
VERIFY SDC COOLING UNITS
INSPECT CABINET AND COOLING
UNIT FILTERS

t At minimum,change fifteronce per year.

August 1987

MW lM* _ I
I

MW 12M _ I

MW 12M _

MW 12M _ I
Mw 6Mf _

MW IM* _ I
I

MW 12M _

MW 12M _ I
I

MW 12M _ I
MW 6Mt _
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How Are We Doing?

Title: 3B20D and 3B21D Computers Equipment Test List

IdentificationNo,: 254-001-014 Issue 6 Date: August 1997

P Lucent Technologieswelcomes your feedback on this customer informationproduct(CIP), Your
\ comments can be of great value in helping us improve our CIPS.

1. Please rate the effectiveness of this CtP in the followingareas.

f-

(“-’

~ -r------r----l-------r- ~xiv-1
Excellent Fair Poor Applicable

Ease of Use tlllillJilltllllitlJl

/11//1//1/1///1///}1/

&‘ s

///1/1/1/////}/11//11
///////////1///111//!
[1/////1/11////////)/

Appearance
Examples

Illustraticms

OverallSatisfactica ~

2. Please check the ways you feel we could improvethis CIP:

~ Improve the oven&v/introdwtion ClMake it more c~ae/bfief

~ Improve thetableof contents ❑ Addmore stepby-stap procedureahutoriats
~ Improve the organization ❑ Ati more trod3teahooting information
~ Include more fiwIres •lMake it ~ t~i~

~ Addmore examples OAdd mxtter quick reference aids
3AM more deal GImprove the index

Please provide details for the suggested improvement.

3. What did you like most about this CIP?

t-
4. Feel free to write any commentsbelow or on an attached sheet,

n,

t-
If we may contact you concerningyour comments, please complete the following:

, Name: Telephone Numbec

,P Company/Organization Date:
f

Address

When you have compfetedthis form, please fold, tape, and returnto address on back
or Fax to 9107273043.

P
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