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BELLSYSTEM PRACTICES ADDENDUM 332-912-255

AT&TCo Standard Issue 2, June 1981

LOOP SIGNALING REPEATER—LOOP START ONLY/ 2-2

INTERMEDIATE (L-NL) REPEATER (J99343GD)

COMBINED FUNCTION UNIT SD-7C050-( )

INSTALLATION AND TESTING

METALLIC FACILITY TERMINAL

1. GENERAL

1.001 This addendum supplements Section
332-912-255, Issue 1. Place this pink sheet

ahead of Page 1 of this section.

1.002 This addendum is reissued for the following
reasons:

(a) To comply with the FCC ruling which requires
a statement in the users documentation for

equipment that generates, uses, and can radiate
radio frequency energy. This statement is requires
for all such equipment manufactured after Janu-
ary 1, 1981.

(b) To replace the warning in Issue 1 of this ad-
dendum with a new paragraph which states

that this equipment complies with the require-
ments for FCC Class B computing devices.

1.003 Issue 1 of this addendum was issued to add
a warning in paragraph 1.03.

2. CHANGES TO SECTION

ISSUE 1 CHANGES

2.oo1 On Page 1, after paragraph 1.03, add the fol-
lowing

Warning: This unit generates, uses, and
can radiate radio frequency energy and
if not installed and used in accordance
with the instructions manual may cause
interference to radio communications. As
temporarily permitted by regulation, it
has not been tested for compliance with

the limits for Class A computing devices
pursuant to Subpart J of Part 15 of FCC
Rules, which are designed to provide rea-
sonable protection against such interfer-
ence. Opera tion of this unit in a
residential area is likely to cause inter-
ference; in which case the user at his own
expense will be required to take what-
ever measures may be required to cor-
rect the interference.

ISSUE 2 CHANGES

2.oO2 On Page 1, delete warning after paragraph
1.03.

2.003 On Page 1, after paragraph 1.03, add the fol-
lowing paragraph:

1.03.1 This equipment generates and uses radio
frequency energy. It has been type tested

and found to comply with the limits for a Class B
computing device in accordance with the specifica-
tions in Subpart J of Part 15 of FCC Rules, which are
designed to provide reasonable protection against
radio frequency interference in commercial and resi-
dential installation. However, there is no guarantee
that interference will not occur in a particular instal-
lation. If this equipment does cause interference to
radio or television reception, the user may find the
following booket, prepared by the Federal Communi-
cations Commission, helpful:

“How to Identify and Resolve Radio-TV Interference
Problems.”

This booklet is available from the U.S. Government
Printing Office, Washington, D.C. 20402, Stock No.
004-000-00345-4.

NOTICE
Not for use or disclosure outside the

Bell System except under written agreement

Printed in U.S.A.
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