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1. GENERAL

1.01 This practice provides an index and informa-
tion access system to locate the standard tests

. ,..-~-,

applicable to equipment listed in the preceding table
of contents. Test classification and frequency of peri-

odic routine are also provided.

1.02 This Equipment Test List (ETL) is reissued to
incorporate changes whch are indicated by an

arrow to the left of each line which has been changed.

1.03 Comments on this practice should be made by

following the instructions in AT&T Practice

000-010-015.

1.04 Routine test information is arranged in the

following order from left to right: Practice

number, issue/addendum, test letter or paragraph
number, test title, test class, frequency, and the last

space is for a locally assigned job number.

1.05 Practice 010-300-011 provides Equipment Test

List instructions.
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10.0 MMX-2 & MGT

10.1 MHX-2 MGT; OVERALL SYSTEM

FOR ALL UNITS

356-500-501 (5/0) 1 DC-DC CONV MUX-2
MODIFICATION

2 DC-DC CONV MMX-2

TROUBLE TESTS

356-500-301 (7/0) REMOVING

356-500-302 (2/0) REMOVING

356-500-500 (6/0) MMX-2C 6

10.2 MMX-2 6 MGT; TRANSMITTING CKTS

SELECT ONLY ONE CATEGORY

COVERED BY AUTO TST PGM

356-512-501 (5/0) 3 ADJMT OF

fl ADJMT OF

NOT COVERED BY AUTO TST PGM

356-512-501 (5/0) 1 CHECK OF

$ 2 ADJMT OF

3 ADJMT OF

4 ADJMT OF

TROUBLE TESTS

TERUINAL WITHOUT MW 6U -----

TERMINAL WITH MODIFICATION MW M .----

AND REPLACING UNITS TT -----

AND REPLACING UNITS OF MMX-2RA12 TT -----

MHX-2R MTCE CONSIDERATIONS TT -----

PILOT DETECTOR GAIN

SQUELCH THRESHOLD

MG PILOT POWER

MOD GAIN
,t.

PILOT DETECTOR GAIW’ s

SQUELCH THRESHOLD

356-512-501 (5/0) 5 CHECK FOR SINGING TRMTG PILOT DETECTORS

6 REPAIR SINGING TRMTG PILOT DETECTORS

* 10.3 MMX-2fJ MGT; RECEIVING CKTS

FOR ALL UNITS

356-524-501 (6/0) 3A ADJ RCVG
PGM)

TROUBLE TESTS

356-522-501 (3/0) LOOPBACK

CKT AMPL (NOT COVERED BY

AMPL IN-SERVICE CHECKS

356-524-501 (6/0) 3B PREPARING MG EQL FOR SERVICE

3C ADJUSTING MG EQL IN SERVICE

10.4 MMX-2 & MGT; BINARY GEN J68882AL

FOR ALL UNITS

356-542-501 (5/0) CHECKS AND ADJUSTMENTS

10.5 MMX-2 & MGT; CARRIER GEN & DISTRIBUTION

FOR ALL UNITS

356-543-501 (3/0) CHECKS AND ADJUSTMENTS

10.6 MMX-2 & MGT; MG PILOT GEN J68882AR

FOR ALL UNITS

356-546-501 (4/0) CHECKS .5ADJUSTMENTS

10.7 MMX-2 & MGT; PILOT DISTRIBUTION

FOR ALL UNITS

MW 6M -----

Mw 6M -----

MW 12M -----

MW 12M -----

MW 6M -----

MW 6M -----

TT -----

TT -----

AUTO TEST MW 12M -----

TT ---—_

TT -----

TT -----

MW 12M ---- -

MW 12M -----

MW 6M -----
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356-548-501 (2/0)

1SS 2, ATLT 356-001-020

CHECKS 6 ADJMT (NOT COVERED BY AUTO TST PGM) MW 6M -----
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